LIGNOR

XURY ENGINEERED F

DOUGLAS FIR COLLECTION

OORING

Bedgebury Blonde

Wide p/an/\’ - Canadian Douglas Fir - Prqﬁnis/lcd

SPECIFICATION

WOOD SPECIES

Canadian Douglas Fir (Pseudotsuga
menziesii)

CONSTRUCTION

2-layer engineered — 3.7mm wear layer on
12mm hardwood plywood

FORMAT

Plank — random lengths

WARRANTY

25-year structural warranty

GRADE & CHARACTER

FINISH

Prefinished — four-process brushed and

coloured

GRADE
Prime / Rustic A mix

MADE IN
United Kingdom

A mix of Prime and Rustic A boards: clean lengths alongside boards

with knots and natural variation. Douglas fir is a softwood and will

mark more readily than oak.

BEFORE FITTING

Store packs flat and unopened in the room where they will be laid,

with heating at normal living conditions, for at least 48 hours before

fitting. Subfloors must be flat, clean and dry. Blend boards from

several packs as you lay.

LIGNORA

TECHNICAL SPECIFICATION
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PRODUCT CODE

LN465

WIDTH

‘ - 260 mm

‘ |\ LENGTH

I\ Up to 3000 mm
THICKNESS

| 15.5 mm - 3.7 mm wear

GRADE

Prime / Rustic A

Scan to view this floor online and
order a free sample

DIMENSIONS

15.5mm x 260mm x up to 3000mm

PROFILE

Tongue & groove four sides, bevelled long
edge

UNDERFLOOR HEATING

Suitable for underfloor heating systems

CARE & MAINTENANCE
Sweep or vacuum regularly and clean with a lightly damp mop and a
pH-neutral wood floor cleaner. Avoid steam mops, standing water

and abrasive products.
FITTED BY LIGNORA

Supplied throughout the UK and fitted by our own in-house team —
the same fitters on every job. Technical certificates are available on

request.
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